Walded Steel Chamn from Undan = dasigned and manufacturad
1o affer strength, precision, Impact resistance, and wear resis-
tance. This versatile chain is built to withstand punishing shock
icads and abraswe condstions. Each companent 15 engineared

to close toferances. |1 s found throughout e workd in lumbes

mills, paper pulp mills, and any industry where severe applica-

tions reguite strength and ralabality

Wieldad Steel Mill and Drag Chains ara available with a variaty
of attachmants and are ideally suited for fisld walding

Urian's oversized revet head outlasts conveantional rivet heads.
That reans longes wear fife and fess downtime in your plant

We usa the bast technology to accurately control hole size and
pitch. That means longer waar lite for chains and sprockets,
reducing your oparating costs,

=L S

Ong-pieca cONSruction means bushings ara stronger and ast
longer You get more mileage fram Union Chain
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Barrals are rmanufactured from igh-strargth steel and walded
to sidebars using automatic welding eguipment, That means
consistent, durable wekds that stand up to the most pumishmg
conditions

Chain pins are manufactured from high guafity steeis and
through-hardenad for maximum strangth. Special dasign con-
siderations mclude enlarged shoulders for tght press fit in the
sidenars and tapered construction for rapid assembly
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Union offers a lineg of Weldead Steel Mill Chains for most con-

veying, driving and elevating applications where high strength
rollerless chains are required. They are available with a full line
of attachments which makes them easily adaptable to a wide

variety of applications

WC-Style Chain

. } g
J i S——" Ll TS|
| THi BE
—Hl—ll L L
E 1 A —THEH
|_]|r} 4 |r|
4 Bl 1 =
':'iliul ==
1 _'\l__rll__
T

All dimensions are in inches unless otherwise indicated.

Average Ut Maxirmum
Chain Width Barrel Pin Sidebars Strength (lbs.) | Work Load (lbs.)
Pin Pin Al Al
Chain to o of Treated | Heat- |Treated | Heat- | VWeight
A B c £ D i3 G T H
W-78 2809 | 3.00 1.44 1.58 2.00 .58 1.13 50 95 1.13 | 25,000 | 33,000 2.500 | 3,600 4.0
W82 3.075 3.25 1.68 1.69 2.25 1.06 1.26 .56 25 1.25 | 28.000 | 36.000| 3.150 | 4.400 4.8
W-124' | 4000 | 425 203 222 2.75 1.26 1.63 75 .38 1.50 | 46,000 | 60,000| 6300 | 7350 83
W-124H| 4,063 4.75 228 2.47 3.00 T.75 1.63 1.00 .50 200 | 94,000 100,000 9,000 | 10,500 14.7
WA 4.760 4.88 234 2.54 3.38 1.38 2.38 T8 38 1.75 | 46,000 | 60,000| 7,550 8,850 9.5
W-106 | 6.000 | 425 2.03 222 2.75 1.26 1.63 75 .38 1.50 |46,000 | 60,000| B.750 | 7,200 7.0
W-132' | 6.050 6.25 3.00 3.25 4.38 1.75 2,88 1.00 o0 200 |84,000 100,000]13,100 | 15,300 14.2
W-150 | 6.050 6.25 3.00 3.25 438 1.76 288 1.00 B0 250 | 96,000 100,000 13,100 {15300 | 168
W-155 | 6.050 6.91 326 3.66 4.63 1.76 3.00 113 B3 250 044,000 (184,000 (17,240 | 20,000 | 200
WC-132( 8.050 6.25 3.00 3.26 4.38 1.75 2 1.00 50 200 |B4,000 100,000]13,100 | 15300 | 14.2
1 indicates this chain is normally stockad. All others are made-io-order.
'Chain numbers W-124 and W-132 are also stocked in stainless steel with riveted and cottered construction.
To lecate compatible sprockets for your ehain, refer to the Praduct Cross-Reference in Section D,
Note: Dimensions are subject to change. Contact Union Chain to obtain certified prints for design and construction.
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B-155 Attachment F
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